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Engineering (Plant) Standard - Form
EPP-32-02 Plant Maintenance Procedures


Form number: EPP3202F-05


	ON-SITE PLANT INSPECTION REPORT                                                                                        No: 00000


	Plant Identification No
	     
	Plant Serial No
	     

	Plant Description
	     

	Plant Owner
	     

	Inspection Location
	     

	Inspection Date
	
	Meter Reading
	              Hours / Kilometres


	
	A = Adjustment Required
R = Minor Repair Required
D = Item Defective
	Pass
	Fail - A
	Fail - R
	Fail - D
	
	N/A = Not Applicable
	Pass
	Fail - A
	Fail - R
	Fail - D

	1
	Neutral Start
	  
	  
	  
	  
	19
	Engine
	  
	  
	  
	  

	2
	Service Brakes
	  
	  
	  
	  
	20
	Transmission
	  
	  
	  
	  

	3
	Park Brakes
	  
	  
	  
	  
	21
	Differential & Final Drives
	  
	  
	  
	  

	4
	Emergency Stop Devices
	  
	  
	  
	  
	22
	Chassis / Frame
	  
	  
	  
	  

	5
	Reverse / Travel Alarm
	  
	  
	  
	  
	23
	Hydraulics
	  
	  
	  
	  

	6
	Horn
	  
	  
	  
	  
	24
	Suspension
	  
	  
	  
	  

	7
	Head / Work Lights
	  
	  
	  
	  
	25
	Steering
	  
	  
	  
	  

	8
	Tail / Brake Lights & Indicators
	  
	  
	  
	  
	26
	Wheels & Tyres / Tracks
	  
	  
	  
	  

	9
	Seat(s)
	  
	  
	  
	  
	27
	Articulation Joints
	  
	  
	  
	  

	10
	Seat Belt(s)
	  
	  
	  
	  
	28
	Quick Hitch / Attachments
	  
	  
	  
	  

	11
	Amber Beacon
	  
	  
	  
	  
	29
	Fluid Leaks
	  
	  
	  
	  

	12
	Compulsory Signage
	  
	  
	  
	  
	30
	Exhaust System
	  
	  
	  
	  

	13
	Reflectors / Reflective Tape
	  
	  
	  
	  
	31
	Cooling System
	  
	  
	  
	  

	14
	Controls (including labelling)
	  
	  
	  
	  
	32
	Electrical & Communication Systems
	  
	  
	  
	  

	15
	Documentation (pre-start, rego)
	  
	  
	  
	  
	33
	Air Conditioning
	  
	  
	  
	  

	16
	Mirrors
	  
	  
	  
	  
	34
	Wipers
	  
	  
	  
	  

	17
	Cabin Glass
	  
	  
	  
	  
	35
	ROPS / FOPS 
	  
	  
	  
	  

	18
	Machine Guards
	  
	  
	  
	  
	36
	7m Noise Level
	  
	
	dB(A)


	Item No
	Comments

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


( Machine on-hire – ok to continue in service.

( Pre-hire inspection – ok to enter service.
( Machine on-hire. Ongoing use conditional to repairs coded A or R being rectified & reinspected within _____ days.
( Pre-hire. Hire commencement conditional on repairs coded R or D being rectified and reinspected prior to delivery.

Initial inspection completed by: ______________________  Signature: __________________  Date: _____________

Final inspection completed by: ______________________  Signature: ___________________  Date: _____________
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