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ESC-11-01 Construction of Cable Route and Assoicated Civil Works



Form number: ESC1101F-02


	ULX INSPECTION REPORT 

	Inspection Report – Trenched Underline Crossing (ULX)
(Provide a plan view of the ULX including any other services in the vicinity)

	


	A)
	EXCAVATION

	
	Trench depth* 
	

	
	Ballast depth*
	

	
	Trench width
	

	
	Type of soil
	

	

	B)
	FINAL CROSS SECTION

	
	Depth to top of pipe(s)*
	

	
	Type of cover (fill) used over pipe(s)
	

	
	Type of fill used to top of formation
	

	
	Width of pipe(s)
	

	
	* Note: Measurements from bottom of the sleeper

	

	C)
	Distance from centreline of nearest structure
	
	mm

	
	Type of structure
	

	
	ID number
	

	

	D)
	Shoring used
	Y/N
	Baulks used
	Y/N

	

	E)
	Method used to compact ballast under sleepers
	

	
	

	

	F)
	ULX

	
	Length of ULX
	

	
	No of pipes
	

	
	Size of pipes
	

	
	Distance extended outside running face
	
	Up
	
	mm
	
	Down
	
	mm

	
	Depth of each fill layer
	

	
	Method of compaction
	

	

	G)
	FOLLOW UP INSPECTIONS

	
	i)
	24 hours:
	Date
	

	
	ii)
	72 hours:
	Date
	

	
	iii)
	2 weeks:
	Date
	

	

	H)
	ENDORSEMENT

	
	Site Supervisor
	
	Date 
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