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ESI-07-03 Track Circuit History Cards

Form number: ESI0703F-01

	50 Hz AC TRACK CIRCUIT HISTORY CARD

	LENGTH
	metres
	DOUBLE RAIL
	 FORMCHECKBOX 

	TRACK
	

	NUMBER IMPEDANCE BONDS ◊
	
	SINGLE RAIL
	 FORMCHECKBOX 

	

	IMPEDANCE BOND TYPE ◊
	
	
	


	TRACK FEED TYPE*
	RELAY TYPE*
	TEST SHUNT*
	CHANGE OF RELAYS

	STORE 37 (100VA)
	
	VT1
	
	WBS S.R.
	0.5Ω
	
	DATE
	SERIAL No.
	P U VOLTS
	COMP. VOLTS
	D A VOLTS

	STORE 45 (200VA)
	
	G.R.S
	
	SIG.BCH S.R.
	0.25Ω
	
	
	
	
	
	

	STORE 47 (200VA)
	
	KYOSAN
	
	D.R. (RESONATED BOND)
	0.25Ω
	
	
	
	
	
	

	W.B.S (220VA)
	
	McK&H/WBS
	
	D.R. (STANDARD BOND)
	0.06Ω
	
	
	
	
	
	

	◊ Where applicable
	* Place cross against approved type


	DATE
	FEED END
	RELAY END
	CHECKS
	Ballast Conditions
	Signature of Testing Officer

	
	Mains Supply Voltage
	Secondary Voltage
	Current
	Track(2)  Voltage
	Rail Current(1)
	Track(2)  Voltage
	Relay Volts
	Zero Feed
	Drop Shunt
	Phase Check
	Test Shunt
	Bonds/Rail Connections
	Spark Gaps
	
	

	
	
	
	
	(V)
	(A)
	(V)
	(V)
	(mV)
	
	
	
	
	
	
	

	
	(V)
	(V)
	(A)
	UP  DN
	UP   DN
	UP  DN
	Cont
	Local
	Cont
	Local
	(Ω)
	(OK)
	(Ω)
	(Y/N)
	(Y/N)
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


(1) Check rail currents are within 0.5A     (2) Record voltage each rail to neutral on double rail electrified tracks

	DATE
	FEED END
	RELAY END
	CHECKS
	Ballast Conditions
	Signature of Testing Officer

	
	Mains Supply Voltage
	Secondary Voltage
	Current
	Track(2)  Voltage
	Rail Current(1)
	Track(2)  Voltage
	Relay Volts
	Zero Feed
	Drop Shunt
	Phase Check
	Test Shunt
	Bonds/Rail Connections
	Spark Gaps
	
	

	
	
	
	
	(V)
	(A)
	(V)
	(V)
	(mV)
	
	
	
	
	
	
	

	
	(V)
	(V)
	(A)
	UP  DN
	UP   DN
	UP  DN
	Cont
	Local
	Cont
	Local
	(Ω)
	(OK)
	(Ω)
	(Y/N)
	(Y/N)
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


(1) Check rail currents are within 0.5A     (2) Record voltage each rail to neutral on double rail electrified tracks
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