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Section 4: Ballast

Form number: Section4.3.2F-01

	BALLAST GENERAL INSPECTION

	Track:






Inspected by:







Date:

	Ballast deficiencies identified:

	Location of Deficiency
	Curve/ Tangent

(C/T)
	Crib Height and Shoulder Width 

[1]
	Ballast Estimate Tonne/20m

[1]
	Comment on Ballast Condition

	
	
	High side (or Up)
	Low side (or Down)
	
	

	From

(km)
	To

(km)
	
	H Fraction
	S Fraction
	H Fraction
	S Fraction
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


Note:

* List the deficiency as either “Crib Height and Shoulder Width” or “Tonnes/20m”.
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