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	Project No.:  ……………………….

	DYNAMIC CONE PENETROMETER TEST

	Project:
	………………………………..………………………………………….
	Date:
	…..………………………………..…………….

	Feature:
	………………………………..………………………………………….
	Tested by:
	…..………………………………..…………….

	Location:
	………………………………..………………………………………….
	Supervisor:
	…..………………………………..…………….

	Hole No.
	
	
	
	

	Ground Level (m)
	
	
	
	

	Depth below ground level (m)
	Number of Blows per 50mm

	
	0.000
	+2.000
	+4.000
	0.000
	+2.000
	+4.000
	0.000
	+2.000
	+4.000
	0.000
	+2.000
	+4.000

	0.000 ‑ 0.050
	
	
	
	
	
	
	
	
	
	
	
	

	0.050 ‑ 0.100
	
	
	
	
	
	
	
	
	
	
	
	

	0.100 ‑ 0.150
	
	
	
	
	
	
	
	
	
	
	
	

	0.150 ‑ 0.200
	
	
	
	
	
	
	
	
	
	
	
	

	0.200 ‑ 0.250
	
	
	
	
	
	
	
	
	
	
	
	

	0.250 ‑ 0.300
	
	
	
	
	
	
	
	
	
	
	
	

	0.300 ‑ 0.350
	
	
	
	
	
	
	
	
	
	
	
	

	0.350 ‑ 0.400
	
	
	
	
	
	
	
	
	
	
	
	

	0.400 ‑ 0.450
	
	
	
	
	
	
	
	
	
	
	
	

	0.450 ‑ 0.500
	
	
	
	
	
	
	
	
	
	
	
	

	0.500 ‑ 0.550
	
	
	
	
	
	
	
	
	
	
	
	

	0.550 ‑ 0.600
	
	
	
	
	
	
	
	
	
	
	
	

	0.600 ‑ 0.650
	
	
	
	
	
	
	
	
	
	
	
	

	0.650 ‑ 0.700
	
	
	
	
	
	
	
	
	
	
	
	

	0.700 ‑ 0.750
	
	
	
	
	
	
	
	
	
	
	
	

	0.750 ‑ 0.800
	
	
	
	
	
	
	
	
	
	
	
	

	0.800 ‑ 0.850
	
	
	
	
	
	
	
	
	
	
	
	

	0.850 ‑ 0.900
	
	
	
	
	
	
	
	
	
	
	
	

	0.900 ‑ 0.950
	
	
	
	
	
	
	
	
	
	
	
	

	0.950 ‑ 1.000
	
	
	
	
	
	
	
	
	
	
	
	

	1.000 ‑ 1.050
	
	
	
	
	
	
	
	
	
	
	
	

	1.050 ‑ 1.100
	
	
	
	
	
	
	
	
	
	
	
	

	1.100 ‑ 1.150
	
	
	
	
	
	
	
	
	
	
	
	

	1.150 ‑ 1.200
	
	
	
	
	
	
	
	
	
	
	
	

	1.200 ‑ 1.250
	
	
	
	
	
	
	
	
	
	
	
	

	1.250 ‑ 1.300
	
	
	
	
	
	
	
	
	
	
	
	

	1.300 ‑ 1.350
	
	
	
	
	
	
	
	
	
	
	
	

	1.350 ‑ 1.400
	
	
	
	
	
	
	
	
	
	
	
	

	1.400 ‑ 1.450
	
	
	
	
	
	
	
	
	
	
	
	

	1.450 ‑ 1.500
	
	
	
	
	
	
	
	
	
	
	
	

	1.500 ‑ 1.550
	
	
	
	
	
	
	
	
	
	
	
	

	1.550 ‑ 1.600
	
	
	
	
	
	
	
	
	
	
	
	

	1.600 ‑ 1.650
	
	
	
	
	
	
	
	
	
	
	
	

	1.650 ‑ 1.700
	
	
	
	
	
	
	
	
	
	
	
	

	1.700 ‑ 1.750
	
	
	
	
	
	
	
	
	
	
	
	

	1.750 ‑ 1.800
	
	
	
	
	
	
	
	
	
	
	
	

	1.800 ‑ 1.850
	
	
	
	
	
	
	
	
	
	
	
	

	1.850 ‑ 1.900
	
	
	
	
	
	
	
	
	
	
	
	

	1.900 ‑ 1.950
	
	
	
	
	
	
	
	
	
	
	
	

	1.950 ‑ 2.000
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