Engineering (Track & Civil) Code of Practice - Form
[image: image1.emf]


Section 17: Right of Way

Form number: Section17.3.2F-01 

	INSPECTION OF REDUNDANT INFRASTRUCTURE (General Inspection) 

References:

· Track & Civil Code of Practice clauses 17.3.2(b)&(c)

· ComCare Undertaking

Inspection frequency to be: 2 years (visual inspection)

	Inspection date:
	     
	

	Asset being inspected:
	     
	

	Location (& kms):
	     
	

	Equipment No. / SPN:
	
	

	Ellipse Standard Job No.:
	
	

	Inspected by:
	
	


	Redundant infrastructure is to be inspected to ensure it does not pose a safety risk to staff or the public (including members of the public who may be trespassing).

	If there is a defect that needs to be rectified, show the cross reference to the defect listing in the comments column below. Any identified defects must also be recorded on ‘EGP1001F-01 Inspection/Defects Found Report Form’.

	* Any inspection items assessed with response ‘No’ shall be detailed in the comments and reviewed by the Delivery Manager for further action as required. 


	Inspection
	Assessment
(tick box as appropriate)
	Comment if ‘No’* and report any further defects found

	THIS SECTION TO BE COMPLETED FOR ALL REDUNDANT INFRASTRUCTURE:

	Is the structure safe?
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Are appropriate signage and safety measures in place? Comment on any issues with vandalism, disrepair or no signage.
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	If fenced, verify that the fence is “fit for purpose” (i.e. adequately restricts access, and not in a state of disrepair).
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Water Towers (additional check)

	Inspect that signage “Danger – Do Not Climb” is erected on all 4 sides of the structure.
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Verify that all ladders and access equipment have been removed 3 metres from ground level.
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Underbridges (additional check)

	Inspect that ‘W’ beam installed at entrance of structure to prevent vehicle entrance is in place.
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Inspect “Danger – No Pedestrian Access” signage at entrance to structure, both sides.
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Inspect “Road Closed” signage at entrance to structure, both sides.
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Inspect Earth mound to prevent vehicle entrance at Abutments is in place and “fit for purpose”
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Station Platforms (additional check)

	Inspect that signage’s “Danger – No Pedestrian Access” and “Danger – Falling” are erected at entrance(s) to platform area.
	Yes  FORMCHECKBOX 
  / No  FORMCHECKBOX 

	

	Other Infrastructure (additional check)

	Specify any issues relating to safety for the redundant infrastructure.
	

	Other Comments (including on any additional controls in place)
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